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Micro-trim grille design

Coaxial midrange / tweeter drivers

Dual and quad woofers

Laminated cones

Integrated ¥%4"” medium density fiberboard (MDF) enclosure

Enclosure damping material

Die-cast baskets



1" (25mm) silk dome,
ferrofluid-cooled

4" (100mm) carbon fiber/
Rohacell laminated cone with a
rubber surround

Two 54" (133mm) carbon fiber/
Rohacell laminated cones with
rubber surrounds

70Hz - 20kHz +3dB

6 ohms nominal; 4 ohms minimum
5 watts minimum;

150 watts maximum

90dB SPL (2.83V/1 meter)
Perforated steel

87/, x 217/ x 31/,"

(225mm x 556mm x 98mm)
74" x 202"

(191mm x 521mm)

19 Ibs (8.6kg) each
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8” (203mm) anodized aluminum cone,
rubber surround

35Hz - 250Hz *3dB

100 watts

Line-level and speaker-level

High-pass filtered line-level and speaker level
Black cloth

High-gloss black

Front-accessible level, crossover, phase
and bypass

12" x 14" x 12"

(305mm x 355mm x 305mm)

40 lbs. (18kg) each

1” (25mm) silk dome,
ferrofluid-cooled

4" (100mm) carbon fiber/
Rohacell laminated cone with a
rubber surround

Four 54" (133mm) carbon fiber/
Rohacell laminated cones with
rubber surrounds

70Hz - 20kHz +3dB

6 ohms nominal; 4 ohms minimum
5 watts minimum;

200 watts maximum

92dB SPL (2.83V/1 meter)
Perforated steel

87/, x 347/ x 37/ "

(225mm x 886mm x 98mm)

7'%" x 33"

(197mm x 851mm)

29 Ibs (13.2kg) each

Two 1”7 (25mm) silk domes,
ferrofluid-cooled

Two 3” (76mm) carbon fiber/
Rohacell laminated cones with
rubber surrounds

Two 5% (133mm) carbon fiber/
Rohacell laminated cones with
rubber surrounds

70Hz - 20kHz +3dB

6 ohms nominal; 4 ohms minimum
5 watts minimum;

150 watts maximum

90dB SPL (2.83V/1 meter)
Perforated steel

87/," x 217/, x 37/,

(225mm x 556mm x 98mm)
74" x 202"

(191mm x 521mm)

19 lbs (8.6kg) each

Two 1”7 (25mm) silk domes,
ferrofluid-cooled

Two 3” (76mm) carbon fiber/
Rohacell laminated cones with
rubber surrounds

Four 54" (133mm) carbon fiber/
Rohacell laminated cones with
rubber surrounds

70Hz - 20kHz +3dB

6 ohms nominal; 4 ohms minimum
5 watts minimum;

200 watts maximum

92dB SPL (2.83V/1 meter)
Perforated steel

87/, x 347/, x 31/,"

(225mm x 886mm x 98mm)

74" x 332"

(191mm x 851mm)

29 Ibs (13.2kg) each
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10” (254mm) anodized aluminum cone,
rubber surround

28Hz - 250Hz *3dB

150 watts

Line-level and speaker-level

High-pass filtered line-level and speaker level
Black cloth

High-gloss black

Front-accessible level, crossover, phase
and bypass

14" x 16" x 14"

(355mm x 406mm x 355mm)

60 Ibs. (27kg) each

12" (305mm) anodized aluminum cone,
rubber surround

22Hz - 250Hz +3dB

250 watts

Line-level and speaker-level

High-pass filtered line-level and speaker level
Black cloth

High-gloss black

Front-accessible level, crossover, phase
and bypass

15" x 18" x 16"

(381mm x 457mm x 406mm)

70 Ibs. (31.5kg) each









