
LS48SAT8 TWO-WAY LOUDSPEAKER

SONANCE LANDSCAPE SERIES

Features and Benefits 

•	Designed to be hidden under plants and in trees

•	Ultraviolet (UV) resistant composite enclosure

•	Color-molded composite construction will not chip,  
	 peel or fade over time

•	Rust-proof protective grille

•	Versatile mounting options from ground stakes to  
	 surface and tree mountss

Dimensions
LS48SAT8

Length: 	 6 1/2” (165mm)	
Diameter:	 4 3/32” (104mm)

Product Family Overview
The Sonance Landscape Series has broadened its 
outdoor solutions with an addition to its satellite 
offerings.  The LS48SAT8 is an 8 ohm satellite that can 
immerse small backyards, courtyards, or cozy outdoor 
living spaces, in the smooth and even coverage 
expected of an SLS System. 

The LS48SAT8 has the same, discreet presence that 
allows the speaker blend into hardscape or softscape 
areas alike.  Paired with Sonance DSP Amplifiers, four 
satellites and a subwoofer can be tuned to maximize 
the sound and coverage in any application.
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Part of a scalable system 
that delivers perfectly even 
coverage and unequalled 
sonic performance

Robust construction 
designed to handle 
extreme conditions

Two-way 
loudspeaker for 
detail and clairty

8 ohm; 40 Watt



SPECIFICATIONS

10” (254mm) polypro-
pylene cone with a 
Santoprene rubber 

1/2” (LDPE) non-corro-
sive

sealed enclosure

Woofer

Overall Dimensions:
17” Width x 23 21/32 

Height” 
(431mm x 599mm)
Woofer Enclosure:
15 3/4” Height x 12 

3/16” Dia. 
(400mm x 310mm)

Canopy:

Dimensions
(W x H)
or
(H x Dia.)

UOM

Transformer

Enclosure Material

Black enclosure, dark 
brown textured canopy

Finish

Shipping Weight

SKU

LSV10SUB

70V/300 Watts

Frequency Response 35Hz – 100Hz ±3dB

46.3 lbs (21 kg)

93104

Each

SPECIFICATIONS

8” (203mm) dual voice coil, 
polypropylene & Santoprene 

surround

150 Watts

Woofer

22” x 15”
(559mm x 381mm)

Dimensions
(LxDia.)

18 gauge - up to 100 ft. (30m)
16 gauge - up to 150ft. (45m)
14 gauge - up to 250ft. (80m)

12 gauge - up to 400ft. (122m)
10 gauge - up to 650ft. (198m)

Wire 
Recommendations

UOM

Crossover Frequency

Power Handling

89dB Sensitivity 
@ 2.83V / 1 meter

Sensitivity

High density 
polyethylene (HDPE) 

non-corrosive 
sealed enclosure

Enclosure Material

Shipping Weight

SKU

SR1 SUB

100Hz

Frequency Response 40Hz – 100Hz ±3dB

30 lbs (14 kg)

93139

Each

SPECIFICATIONS

1/2” (13mm) PEI
polycarbonate dome

Tweeter

3 1/2” (89mm) polypro-
pylene cone with a 

Woofer

60˚ coverage,
10’ to 60’ recommended

Listening Area

6 1/2” x 4 3/32” 
(164mm x 104mm)

Dimensions
(L x Dia.)

80Hz - 20kHz ±3dBFrequency Response

70V/40 WattsTransformer

Non-corrosive sealed Enclosure Material

3.85 lbs (1.75 kg)Shipping Weight

UOM

SKU

LS48SAT

93103

Each

SPECIFICATIONS

1/2” (13mm) PEI
polycarbonate domeTweeter

3 1/2” (89mm) 
polypropylene cone with a 

Santoprene rubber surround
Woofer

60˚ coverage,
0’ to 40’ recommendedListening Area

6 1/2” x 4 3/32” 
(165mm x 104mm)

Dimensions
(L x Dia.)

80Hz - 20kHz ±3dBFrequency Response

40 WattsPower Handling

Non-corrosive sealed enclosureEnclosure Material

2.43 lbs (1.10 kg)Shipping Weight

UOM

SKU

LS48SAT8

93141

Each

SPECIFICATIONS

1/2” (13mm)
PEI dome

Tweeter

6” (152mm) polypropyl-
ene cone with a 

Woofer

60˚ coverage,
10’ to 60’ recommended

Listening Area

10 3/16” x 6 21/32”
(258mm x 169mm)

Dimensions
(L x Dia.)

60Hz - 20kHz ±3dBFrequency Response

70V/50 WattsTransformer

Non-corrosive sealed Enclosure Material

7 lbs (3.17 kg)Shipping Weight

UOM

SKU

LS68SAT

93105

Each

SPECIFICATIONS

12” (305mm) polypro-
pylene cone

with a Santoprene 

1/2” (LDPE) non-corro-
sive black

Rotomould sealed 

Woofer

UOM

Transformer

Enclosure Material

Black enclosure, dark 
brown textured canopy

Finish

Shipping Weight

SKU

LS12ESUB

70V/300 Watts

Frequency Response 25Hz – 100Hz ±3dB

Subwoofer:
44 lbs (20 kg)

Elbow & Canopy:
19 lbs (8.6 kg)

93110

Each

Overall:
36” Length (914mm)

Adjustable Height

Standard Canopy 
Position:

29 3/8“ H (746mm)

Alternate Canopy 
Position:

 24“ H (610mm)

Woofer Enclosure:
19 7/8” L x 13 7/8” Dia.

(541mm x 352mm)

Canopy:

Dimensions
(Length)
or
(Adjustable Height)
or
(L or H x Dia.)

©2016 Sonance. All rights reserved.
Sonance, is a registered trademarks of Dana Innovations. 
Due to continuous product improvement, all features and specifications are subject to change without notice.
For the latest Sonance product specification information visit our website: www.sonance.com 
SONANCE • 2991 Calle Amanecer • San Clemente, CA 92673 USA
(949) 492-7777 • FAX: (949) 361-5151
www.sonance.com/outdoor/sonance-landscape-series

LIMITED FIVE (5) YEAR WARRANTY 
Sonance warrants to the first end-user purchaser that this Sonance-brand product (“Product”), when purchased from an authorized Sonance 
Dealer/Distributor, will be free from defective workmanship and materials for the period stated below. Sonance will at its option and expense 
during the warranty period, either repair the defect or replace the Product with a new or remanufactured Product or a reasonable equivalent.
Warranty Period for this Product: Five (5) years from the date on the original sales receipt or invoice or other satisfactory proof of purchase.
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LS48SAT8 Associated Products

Sonamp DSP 2-150 Amplifier	 93093 
(Each)

Sonamp DSP 8-130 Amplifier	 93094
(Each)

SONARRAY SR1 Subwoofer	 93139
(Each)

9” Ground Stake	 92924
(Each)

19” Ground Stake	 92925
(Each)

Round Surface Mount	 92926 
(Each)

Tree Surface Mount	 92927
(Each)


